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  MISSOURI CITY, TEXAS 77459 
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 ARCHITECTURE / ENGINEERING / INTERIORS / CONSULTING / CONSTRUCTION 

  

 
 
 
July 13th, 2016 
 
 
 
Attention: Committee of Historic Preservation 
 
Project Property: 600 Avondale Street, Houston, Texas 

 

We are presenting to the committee of historic preservation the following Restoration to an Existing 

Historic House located at 600 Avondale street, Houston, Texas. 

 

The owner, Irma Brindis is applying for the certificate of Appropriateness to this existing house at 600 

Avondale which the owner is doing restoration work. Some interior remodel and exterior remodel for 

aesthetics began with no permission from the department of Historic preservation; the owner and 

general contractor were not aware that they needed to have permission from the historic department 

to do any work on this property. The reason that owner was forced to do this restoration on the house 

right away was because the house was empty for many years and while was not habitable several 

breaks in happened during this time and it was vandalized at the same time.  Homeless people took 

ownership of the house and destroyed the interior as well the exterior of the house. So, the owner 

was exhausted to go every so often and forced the homeless to leave the house so the owner 

decided to begin work right away with a clean restoration by replacing all the damage materials in the 

interior of house (the interior as well the exterior is all aesthetics work), all damage windows and 

rotten windows and repaint the exterior of house so the house can recuperate the integrity of it and go 

back to its original look. There are several police reports for the breaks in and vandalism.   

 

The existing house was uninhabitable for new tenants to live in; windows were non operable, trim and 

frame rotten with mildew, broken glass windows at the first level and second level of the house, 

broken doors at the back, side of house and garage area, interior mildew around windows and 

sheetrock, so 50% of the windows were replaced without a certificate of appropriateness. Also, the 

reason they are replacing the windows some of them were missing glass because previous tenant 

replaced them with window units (AC), so the whole window in most places were non-operable, with 

broken hardware, and pull system.  Existing conditions of house in the interior and some windows 

were not possible to salvage because of the bad conditions. Some Images are attached to the 

document for proof. The owner is trying to replace the existing damage windows with similar/ same 
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look and material as the originals. And also, the owner and GC will be salvaging some 

windows that were thrown out and repairing and putting back to its original conditions 

to keep the integrity of the windows. The house will be restoring to its original integrity.  

 non- operable window 

Figure 1 

 
 

 Missing glass, broken hardware, cannot be operable  
Figure 2 
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Figure 3 Rotten windows, broken glass that was needed to be taken out 

 
 
Figure 4 
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Figure 5 window will remain and to be repair to its orginal condiiton and to keep its integrity 

 

 
Figure 6  showing the no trespassing sign. 

 
The Owner, and General Contractor worked together to provide a solution by replacing some of the 
vinyl windows at the front, left and right facades back with new wood windows that will match existing 
conditions so that the house keeps its integrity. Also, The General contractor and owner will repair 
and repaint the existing windows that were not replace. Also, they will salvage from the thrown away 
pile windows and put them back together to its original conditions so that we can restore them and 
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comply with the Historic Preservation. Refer to Elevations where show the windows to 
be salvage from pile. To be clear that GC and Owner will replace All aluminum 

windows that are on the visible view with the correct Wood windows that will be custom build to match 
its originals looks. Please refer to specifications to see the manufacture and design.  
 
We are providing a window specification with the manufacture who will custom make ea. Individual 
window to its original appearance; the manufacture is familiar with the conditions and requirements 
that Historic preservations is needing to the replacement of the windows.  
We also would like to get approve to cover the ceiling under at the front patio with tongue and groove 
material.  
And another item to add for restoration would be to relevel the existing front concrete patio by 
resurfacing with new concrete so the water does not collect at ea. corner of the of house and keep 
damaging the walls. 
The owner wants to fixed the back garage by replacing existing windows with new aluminum windows 
and replace existing entry door in the garage 
 
The owner, The General Contractor are doing the best to get the house to his original integrity and to 
keep the house intact to any other future restoration. They understand that the house has to keep the 
integrity and they are willing to work with the Historic Preservation to any solutions given.  
 
Images are provided for reference 
 

 
Figure 7 front view  
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Figure 8 main entry 

 
 
 
 

 
Figure 9 side view  
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Figure 10  WE WILL RESTORE EXISTING WINDOW AND KEEP ORIGINAL INTEGRITY; GC WILL SALVAGE 
WINDOW FROM THE PILE OF TRASH AND REPAIR TO ITS ORIGINAL LOOKS.   

 
 
 
 

 Figure 11 existing window top sash to remain and we will repair the 
lower sash will be 
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replacing with new wood window  
Figure 12 window will be remaining and be repair  

 
Figure 13 Replace doors and windows – windows to be replace with vinyl cladding  

 
 
Any comment please contact us at 7132048831 
Panagiota Papadopulos,AAIA, LEED GREEN ASSOCIATE 
Senior Project Manager 



LINE NO. LOCATION
SIZE INFO

BOOK CODE
DESCRIPTION

NET UNIT
PRICE

QTY EXTENDED
PRICE

Line-1

Rough Opening: 45 3/4 X 71 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 45 X 71

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 15 1/2 Colonial Top 
Down, DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:41.2w, 31.9h, 9.1 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

3

Line-2 Main Line Item

Rough Opening: 45 3/4 X 65 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 45 X 65

Siteline Wood Casement, Auralast Pine, 2 Wide
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb, 4/4 Thick,
Left/Right,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, DP 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Colonial All Lite(s) 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
This mull configuration complies with AAMA 450 standards and is 
professional engineer-approved.
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

2
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Line-2-1 (A1)

Frame Size : 22 1/2 X 65

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim,
3 3/4 Jamb,
Hinge Left,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed 
Wood SDL, Light Bronze Shadow Bar, Colonial 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:12.6w, 60.5h, 5.3 sf

Line-2-2 (A2)

Frame Size : 22 1/2 X 65

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim,
3 3/4 Jamb,
Hinge Right,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed 
Wood SDL, Light Bronze Shadow Bar, Colonial 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:12.6w, 60.5h, 5.3 sf

Line-3 Main Line Item

Rough Opening: 44 3/4 X 61 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 44 X 61

Siteline Wood Casement, Auralast Pine, 2 Wide
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb, 4/4 Thick,
Left/Right,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, DP 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Colonial All Lite(s) 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
This mull configuration complies with AAMA 450 standards and is 
professional engineer-approved.
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

2
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Line-3-1 (A1)

Frame Size : 22 X 61

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim,
3 3/4 Jamb,
Hinge Left,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed 
Wood SDL, Light Bronze Shadow Bar, Colonial 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:12.1w, 56.5h, 4.7 sf

Line-3-2 (A2)

Frame Size : 22 X 61

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim,
3 3/4 Jamb,
Hinge Right,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed 
Wood SDL, Light Bronze Shadow Bar, Colonial 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:12.1w, 56.5h, 4.7 sf

Line-4 Main Line Item

Rough Opening: 37 3/4 X 61 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 37 X 61

Siteline Wood Casement, Auralast Pine, 2 Wide
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb, 4/4 Thick,
Left/Right,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, DP 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Colonial All Lite(s) 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
This mull configuration complies with AAMA 450 standards and is 
professional engineer-approved.
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1
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Line-4-1 (A1)

Frame Size : 18 1/2 X 61

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim,
3 3/4 Jamb,
Hinge Left,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed 
Wood SDL, Light Bronze Shadow Bar, Colonial 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:8.6w, 56.5h, 3.4 sf

Line-4-2 (A2)

Frame Size : 18 1/2 X 61

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim,
3 3/4 Jamb,
Hinge Right,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed 
Wood SDL, Light Bronze Shadow Bar, Colonial 2 Wide 5 High
BetterVue Mesh Brilliant White Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:8.6w, 56.5h, 3.4 sf
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Line-5

Rough Opening: 22 3/4 X 41 1/4

Viewed from Exterior. Scale: 1/2" = 1'

Frame Size : 22 X 40 1/2

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb, 4/4 Thick,
Hinge Left,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Per Drawing ( 10 Rect Lite ) ( 0 Rad 
Lite ) ( 0 Diam Lite ) ( 0 Goth Lite ) ( 0 Other Lite )
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:12.1w, 36h, 3 sf
Drawing Number: --Required!
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

2

Line-6

Rough Opening: 22 3/4 X 41 1/4

Viewed from Exterior. Scale: 1/2" = 1'

Frame Size : 22 X 40 1/2

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb, 4/4 Thick,
Hinge Right,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Per Drawing ( 10 Rect Lite ) ( 0 Rad 
Lite ) ( 0 Diam Lite ) ( 0 Goth Lite ) ( 0 Other Lite )
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  Clear 
Opening:12.1w, 36h, 3 sf
Drawing Number: --Required!
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1
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Line-7

Rough Opening: 37 1/4 X 38 3/4

Viewed from Exterior. Scale: 1/2" = 1'

Frame Size : 36 1/2 X 38

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:32.7w, 15.4h, 3.5 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1

Line-8

Rough Opening: 33 1/4 X 44 3/4

Viewed from Exterior. Scale: 1/2" = 1'

Frame Size : 32 1/2 X 44

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
No Screen,
*Custom-Width*, GlassThick=0.698,  **Screens on Wood Double 
Hung/Slide-By Units Without Trim Have No Method for Attachment. 
Clear Opening:28.7w, 18.4h, 3.6 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

3
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Line-9

Rough Opening: 45 3/4 X 74 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 45 X 74

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 16 1/4 Colonial Top 
Down, DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:41.2w, 33.4h, 9.5 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

2

Line-10

Rough Opening: 22 1/4 X 42 3/4

Viewed from Exterior. Scale: 1/2" = 1'

Frame Size : 21 1/2 X 42

Siteline Wood Casement, Auralast Pine,
Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb, 4/4 Thick,
Hinge Left,
Nesting Crank Handle, White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Per Drawing ( 10 Rect Lite ) ( 0 Rad 
Lite ) ( 0 Diam Lite ) ( 0 Goth Lite ) ( 0 Other Lite )
No Screen,
*Custom-Width*, GlassThick=0.698,  Clear Opening:11.6w, 37.5h, 3
 sf
Drawing Number: --Required!
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1
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Line-11

Rough Opening: 37 3/4 X 55 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 37 X 55

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 11 1/2 Colonial Top 
Down, DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:33.2w, 23.9h, 5.5 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1

Line-12

Rough Opening: 37 3/4 X 67 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 37 X 67

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 14 1/2 Colonial Top 
Down, DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:33.2w, 29.9h, 6.9 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1
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Line-13

Rough Opening: 37 3/4 X 65 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 37 X 65

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 14 Colonial Top Down, 
DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:33.2w, 28.9h, 6.6 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1

Line-14

Rough Opening: 34 3/4 X 53 3/4

Viewed from Exterior. Scale: 1/2" = 1'

Frame Size : 34 X 53

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Colonial All Lite(s) 3 Wide 2 High 
Top 2 High Btm,
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:30.2w, 22.9h, 4.8 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

2
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Line-15

Rough Opening: 44 1/4 X 66 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 43 1/2 X 66

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 14 1/4 Colonial Top 
Down, DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:39.7w, 29.4h, 8.1 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1

Line-16

Rough Opening: 41 3/4 X 67 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 41 X 67

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 14 1/2 Colonial Top 
Down, DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:37.2w, 29.9h, 7.7 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1
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Line-17

Rough Opening: 45 3/4 X 67 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 45 X 67

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
7/8" Bead SDL w/Perm Wood Trad'l. Bead Int BAR, Primed Wood 
SDL, Light Bronze Shadow Bar, Grid Height= 14 1/2 Colonial Top 
Down, DLO To Ctr Of Bar, Top Lite(s) Only 5 Wide 1 High Top
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:41.2w, 29.9h, 8.5 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

1

Line-18

Rough Opening: 30 3/4 X 58 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 30 X 58

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
No Screen,
*Custom-Width*, *Custom-Height*, GlassThick=0.698,  **Screens 
on Wood Double Hung/Slide-By Units Without Trim Have No Method 
for Attachment. Clear Opening:26.2w, 25.4h, 4.6 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

5
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Line-19

Rough Opening: 38 1/4 X 56 3/4

Viewed from Exterior. Scale: 1/4" = 1'

Frame Size : 37 1/2 X 56

Siteline Wood Double Hung, Auralast Pine,
Concealed Jambliner Primed Exterior,
Interior-PrePaint/Brilliant White/M64WL890,
No Exterior Trim, No Sill Nosing,
4 9/16 Jamb,
Standard Double Hung, No Finger Plows, White Jambliner,
White Hardware,
US National-WDMA/ASTM, PG 35,
Insulated Clear Annealed Glass, Neat, Preserve Film, Standard 
Spacer, Traditional Glz Bd,
No Screen,
*Custom-Width*, GlassThick=0.698,  **Screens on Wood Double 
Hung/Slide-By Units Without Trim Have No Method for Attachment. 
Clear Opening:33.7w, 24.4h, 5.7 sf
PEV 2016.1.2.1371/PDV 6.277 (03/03/16) NW

4

Total: $22,234.27

sales tax(8.25%) $1,834.33

NET TOTAL: $24,068.60

Total Units: 35
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