




PROPOSED PORCH RENOVATION / WRITTEN DESCRIPTION 

539 HARVARD STREET 

PROPERTY CONDITION 

The existing house is in generally good condition. The existing front porch floor and steps are 

constructed of concrete over a brick masonry substrate, and are badly cracked. The four existing porch 

columns are not original and are deteriorated, especially at their bases. Existing wood windows on the 

north side (right) near the front of the house have rotted bottom sashes. The existing front door 

(presumably original) is in bad repair. 

In 2014 a design for a new Master Bath addition was granted a Certificate of Appropriateness, was 

permitted, and the addition was constructed. 

PROPOSED WORK 

Proposed scope of work per October 16, 2015 meeting on site with Lorelei Willett and Pete Stockton 

 Replace front porch with new concrete front porch matching existing. Limit to 3 risers to 

eliminate necessity for handrail. 

 Replace porch columns with similar design with similar size. Smooth texture. Base may be 

altered for better look. Column must be structurally connected to porch and roof above. 

 Repair front door 

 Repair existing windows if feasible. Alternatively, provide replacement sashes from local 

architectural salvage as a first choice or sash packs as second choice. (for replacement to be 

accepted document of damage will be provided) 

BUILDING MATERIALS 

Concrete porch floor and steps, as well as porch columns, all proposed to be replaced, do not appear to 

be original. They are proposed to be replaced with new concrete (porch) and smooth wood and smooth 

Hardie board (Columns). Windows included in project scope are original and are proposed to be 

addressed as described in “Proposed Work” above. Existing front door to be repaired. 
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WINDOW / DOOR SCHEDULE ( WITHIN SCOPE OF WORK ONLY )
NO. MTR

X1 WOOD PAINTED SASHES VERY POOR, SEE NOTE #1 BELOW

X2 WOOD PAINTED SASHES VERY POOR, SEE NOTE #1 BELOW

X3 WOOD PAINTED DOOR REQUIRES REPAIR, SEE NOTE #2 BELOW

NOTE
1. REPAIR EXISTING SASHES. IF DAMAGE REQUIRES REPLACING RAILS OR STILES, REPLACE SASHES WITH WOOD SASHES FROM LOCAL ARCHITECTURAL SALVAGE. IF SALVAGE SASHES ARE NOT AVAILABLE,
INSTALL REPLACEMENT WOOD SASH PACK KIT. REPAIR JAMBS AND SILL AS REQUIRED.

2.  DAMAGE DUE TO WATER AND SHRINKAGE. REMOVE FOR REPAIR THEN REINSTALL.
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