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Robertson Residence | 1748 North Boulevard 
Type of Approval Requested: Construction of a new two-story, singe family residence 
 
The applicant proposes to construct a two-story 6,062 square foot house with an attached 
940 square foot covered carport. The lot is subject to a 40’ Building Line, per vol. 548, p. 493 
and vol. 563, p. 556, Harris County Deed Restrictions.  
 
Project Details: 
 

• Shape / Mass:    The two-story house will be maximum 56’-0” wide and maximum 
95’-0” deep. It will rise to a height of 35 feet. The covered carport will be maximum 
22’-0” wide and 50’-0” long. It will rise to a height of 12 feet. The carport will be 
attached to the main house and will be accessible via an exterior door on the north 
(back) side of the house.  

• Setbacks:  The house will be set back 40’-0” from the south (front) property line; 5’-0” 
from the east property line; 5’-0” from the north (rear) property line; 13’-9” from the 
west property line at the main house exterior; and 5’-0” from the west property line at 
the carport overhang. 

• Roof: The main roof will feature tiles to match the house veneer walls. These will be 
either “Kolumba” clay roof tiles, color K91 (light whitewashed grey) manufactured by 
Petersen Tegl, to match a brick wall veneer by the same; or cast stone roofing tiles to 
match stone wall veneer of light grey Leuders limestone.  

• Exterior Materials:  The majority of the exterior walls will feature light whitewashed 
grey “Kolumba” brick, color K91, by Petersen Tegl; or light grey Leuders limestone in 
smooth-cut 8” x 30” size. The house will also feature painted stucco on some side 
and interior elevations; and vertical tongue-and-groove wood siding on some side 
and interior elevations. The house will be accented with black painted steel plate to 
match steel window framing.  

• Windows / Doors: The house will feature windows and exterior doors primarily of 
steel frames with 1 ¼” muntin bars, thermally bonded zinc galvanized with charcoal 
black painted finish. Glass will be insulated Cardinal 366, tempered, 7/8” unit 
thickness, manufactured by Portella or equivalent. The windows will be a mixture of 
fixed and outswing casement openings. Large mulled assemblies, in many places, 
will include outswing French doors. The front entry door will be a 3” thick solid wood 
pivot door with custom stain finish. Please refer to drawings for sizes and other 
specifications.  

• Foundation: The foundation will be structural concrete slab, with finished height at 
least 18” above natural grade.  

Elevation Details: 
 

• South Elevation (front facing North Boulevard): This elevation is composed of two 
gable fronts, both clad in Kolumba brick or Leuders limestone (see Project Details 
above and drawings for more detailed description of materials), with an entry porch 
clad in black painted steel plate joining the two and extending toward the street. Set 
back within the porch are two large window assemblies and the front entry door, 



which is set between the two gable forms. On the west gable front, the large window 
assembly within the porch is shaded by a screen of vertical black painted steel bar 
stock, to match window frames and cladding of the porch. On the second floor in this 
same gable front, there is one window with a combination of fixed and outswing 
casement and a fixed transom. (See drawings for more information on windows.) On 
the second floor, above the front entry door, a painted stucco wall connects the two 
gable fronts.  

• East Elevation (facing side property line): This elevation features one vertically-
oriented window spanning a portion of the first floor and the second floor on the 
interior, and one long window on the first floor which brings light into the lower portion 
of the corresponding interior living space. The wall veneer and roof materials on this 
elevation will be the “Kolumba” brick and tiles or Leuders limestone and cast stone 
tiles to match those of the other major facades (see drawings and Project Details 
above for more detailed information). The windows will be steel by Portella or 
equivalent, to match those of the other elevations (see drawings and Project Details 
above for more detailed information).  

• West Elevation (facing side property line): This features an overhang for the car port 
toward the north (back) of the house, which will be clad in black painted steel plate to 
match window framing and other accent trim on the house. The wall veneer and roof 
materials on this elevation will be the “Kolumba” brick and tiles or Leuders limestone 
and cast stone tiles to match those of the other major facades (see drawings and 
Project Details above for more detailed information). On the first floor, there are two 
windows; on the third floor, there are four windows; these are a mix of fixed and 
operable outswing casements with fixed transoms. The windows will be steel by 
Portella or equivalent, to match those of the other elevations (see drawings and 
Project Details above for more detailed information). 

• North Elevation (facing rear property line): This elevation is composed of two gable 
ends, both clad in Kolumba brick or Leuders limestone (see Project Details above 
and drawings for more detailed description of materials), with a vertically-oriented 
window assembly connecting the two gable forms and bringing light into the main 
entry hall in the interior. A stucco wall above this window completes the portion 
between the two gable forms. On the west gable end, a large double-height window 
assembly including three sets of outswing French doors opens to a porch. The porch 
is open to the backyard on the first floor and is set beyond a brick wall on the second 
floor. There is one opening in this second floor brick wall, revealing two lights of the 
window assembly beyond. The east gable end features a cutout portion that is open 
to the carport, revealing an exterior entry door beyond, on the first floor. On the 
second floor of this gable end, there is one window assembly with a combination of 
outswing French casements, fixed sidelights, and fixed transoms. All windows and 
doors on this elevation to match the steel system by Portella or equivalent (See 
drawings and Project Details above for more information on windows and doors.)  
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