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GENERAL CONSTRUCTION NOTES

1.

10.

11.

12.

13.

14.

15.

CONSTRUCT WASTEWATER COLLECTION SYSTEMS, WATER LINES, STORM DRAINAGE AND
STREET PAVING IN ACCORDANCE WITH THE LATEST EDITION OF THE PUBLICATIONS

DETAILS FOR WASTEWATER COLLECTION SYSTEMS. WATER LINES, STORM
DRAINAGE, AND STREET PAVING PUBLISHED BY HOUSTON PUBLIC WORKS.

THE GEOTECHNICAL INVESTIGATION FOR THIS PROJECT WAS CONDUCTED IN
ACCORDANCE WITH CHAPTER 11 OF THE LATEST EDITION OF THE PUBLICATION
INFRASTRUCTURE DESIGN MANUAL, PUBLISHED BY HOUSTON PUBLIC WORKS. SOILS
REPORT WAS PREPARED BY AVILES ENGINEERING CORPORATION REPORT NO. [NO. OF

REPORT], DATED [DATE OF REPORT].

UTILITIES PRESENTED ON THESE DRAWINGS ARE SHOWN BASED ON THE BEST
AVAILABLE INFORMATION. CONTRACTOR SHALL VERIFY THE EXACT LOCATIONS IN THE
FIELD PRIOR TO COMMENCING CONSTRUCTION. CONTRACTOR SHALL NOTIFY TEXAS
ONE CALL AT 713-223-4567/811 OR 800-344-8377 AND LONE STAR
NOTIFICATION CENTER AT 800-669—8344 AT LEAST 48 HOURS BEFORE PROCEEDING
WITH ANY EXCAVATION. UTILITIES MARKED WITHIN THE PUBLIC RIGHT OF WAY OR IN
EASEMENTS SHALL COMPLY WITH TAC TITLE 16, PART 1, CHAPTER 18, RULE §18.6
AND THE AMERICAN PUBLIC WORKS ADMINISTRATION (APWA) UNIFORM COLOR CODE.

CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGES TO EXISTING WATER,
WASTEWATER, STORM WATER LINES AND TRAFFIC CONTROL DEVICES. DAMAGES SHALL
BE REPAIRED IN ACCORDANCE WITH THE HOUSTON PUBLIC WORKS, STANDARD

PAVING, REFERENCED ABOVE, AT NO ADDITIONAL COST.

CONTRACTOR SHALL NOTIFY THE OFFICE OF THE CITY ENGINEER, HOUSTON PUBLIC
WORKS @ 832-394-9098 OR VIA FAX AT 832-395-4424 FOR INSPECTION AT
LEAST 48 HOURS PRIOR TO COMMENCING CONSTRUCTION.

ADEQUATE DRAINAGE SHALL BE MAINTAINED AT ALL TIMES DURING CONSTRUCTION
AND ANY DRAINAGE DITCH OR STRUCTURE DISTURBED DURING CONSTRUCTION SHALL
BE RESTORED TO EXISTING CONDITIONS OR BETTER.

CONTRACTOR SHALL TAKE NECESSARY PRECAUTIONS TO PROTECT ROOT SYSTEMS OF
SHRUBS, PLANTS AND TREES ALONG THE AREA OF EXCAVATION.

CONTRACTOR SHALL COMPLY WITH LATEST EDITION OF OSHA REGULATIONS AND THE
STATE OF TEXAS LAWS CONCERNING EXCAVATION.

CONTRACTOR SHALL MAINTAIN A SET OF REDLINE DRAWINGS AND RECORD AS—BUILT
CONDITIONS DURING CONSTRUCTION. THESE REDLINE MARKED UP DRAWINGS WILL
BE SUBMITTED TO THE DESIGN CONSULTANT WHO WILL MAKE THE CHANGES ON
THE ORIGINAL TRACINGS, LABEL EACH SHEET IN THE SET AS "RECORD DRAWINGS”,
AND RETURN IT TO THE OFFICE OF THE CITY ENGINEER.

STANDARD SPECIFICATIONS FOR WASTEWATER COLLECTION SYSTEMS, WATERLINES,
STORM DRAINAGE, AND STREET PAVING, AND TRAFFIC ARE INCORPORATED BY
REFERENCE AS IF COPIED VERBATIM. SPECIFICATIONS ARE AVAILABLE FOR DOWNLOAD
AT THE FOLLOWING WEB ADDRESS:

http://www.houstonpermittingcenter.org/office—city—engineer/design—and—construction
—standards

CITY OF HOUSTON STANDARD DETAILS FOR WASTEWATER COLLECTION SYSTEMS,
WATERLINES, STORM DRAINAGE, AND STREET PAVING ARE INCORPORATED IN PLANS
BY REFERENCE AS IF COPIED VERBATIM. STANDARD DETAILS ARE AVAILABLE FOR
DOWNLOAD AT THE FOLLOWING WEB ADDRESS:

http://www.houstonpermittingcenter.org/office—city—engineer/design—and—construction
—standards

DETAILS INCLUDED IN PLAN SET SUPERSEDE RELATED COH STANDARD DETAILS.

THE WATER LINE REHABILITATION PROJECT AREA IS WITHIN A POTENTIALLY
PETROLEUM CONTAMINATED AREA (PPCA). ALL WATER LINE PIPE MATERIAL SHALL BE
DUCTILE-IRON PIPE (DIP) OR STEEL PIPE MATERIAL, RESTRAINED JOINTS FOR DIP
OR WELDED JOINTS FOR STEEL PIPE, WITH VITRON (FKM) TYPE GASKETS OR AS

RECOMMENDED BY THE PIPE MANUFACTURER PER SPEC 02105 CHEMICAL SAMPLING
AND ANALYSIS.

CONTRACTOR SHALL FIELD VERIFY ALL EXISTING SANITARY SEWER CLEANOUTS AND
ELEVATIONS WITHIN THE PROJECT AREA PRIOR TO ANY TRENCHLESS OR OPEN-CUT
INSTALLATION OF THE PROPOSED WATER LINES. CONTRACTOR SHALL GO BACK AND
FIELD VERIFY THE CONDITION OF THE EXISTING SANITARY SEWER CLEANOUTS AND
LEADS TO THE EXISTING GRAVITY SANITARY SEWER MAINS WITHIN EACH BLOCK AFTER
THE PROPOSED WATER LINE HAS BEEN INSTALLED. CONTRACTOR SHALL IDENTIFY
EXISTING SANITARY SEWER CLEANOUTS AND LEADS THAT HAVE BEEN DAMAGED, AND
TO REPAIR TO THE LATEST CITY'S STANDARD SPECIFICATIONS, BUILDING, AND
PLUMBING CODE. SANITARY SEWER CLEANOUTS AND LEADS THAT HAVE BEEN
DAMAGED AND REPAIRED ARE TO BE INSPECTED, TESTED, AND APPROVED BEFORE
CONTRACTOR COMPLETES THE INSTALLATION OF THE WATER LINE ON THE NEXT
SUBSEQUENT BLOCK.

EXISTING WATER LINES IDENTIFIED TO BE ABANDONED ARE TO BE ABANDONED
IN-PLACE WITHOUT PRESSURE GROUT UNLESS SPECIFICALLY CALLED OUT IN THE
PLANS.

CONTRACTOR SHALL CUT, PLUG, AND ABANDON EXISTING WATER LINES AFTER WATER
HAS BEEN TRANSFERRED OVER FROM THE EXISTING WATER LINES TO THE INSTALLED
WATER LINES, SERVICE CONNECTIONS TO THE EXISTING WATER METERS HAVE BEEN
RECONNECTED, AND WATER SERVICES TO THE EXISTING PROPERTIES ARE IN
OPERATION.

SWPPP CONSTRUCTION NOTES

1.

CONTRACTOR SHALL IMPLEMENT INLET PROTECTION DEVICES AND REINFORCED FILTER
FABRIC BARRIER ALONG ROAD AND SIDE DITCHES AT LOCATIONS SHOWN ON THE
TYPICAL STORM WATER POLLUTION PREVENTION (SWPP) PLANS TO KEEP SILT AND
OR EXCAVATED MATERIALS FROM ENTERING INTO THE STORM WATER INLETS AND
DITCHES EVENTUALLY POLLUTING THE RECEIVING STORM.

DURING THE EXCAVATION PHASE OF THE PROJECT, CONTRACTOR SHALL SCHEDULE
THE WORK IN SHORT SEGMENTS SO THAT EXCAVATION MATERIAL CAN BE QUICKLY
HAULED AWAY FROM THE SITE AND TO PREVENT IT FROM STAYING UNCOLLECTED ON
THE EXISTING PAVEMENT. ANY LOOSE EXCAVATED MATERIAL WHICH FALLS ON
PAVEMENTS OR DRIVEWAYS SHALL BE SWEPT BACK INTO THE EXCAVATED AREA.

CONTRACTOR SHALL CLEAN UP THE EXISTING STREET INTERSECTIONS AND DRIVEWAYS
DAILY, AS NECESSARY, TO REMOVE ANY EXCESS MUD, SILT OR ROCK TRACKED
FORM THE EXCAVATED AREA.

CONTRACTOR SHALL FOLLOW GOOD HOUSEKEEPING PRACTICES DURING THE
CONSTRUCTION OF THE PROJECT, ALWAYS CLEANING UP DIRT AND LOOSE MATERIAL
AS CONSTRUCTION PROGRESSES.

CONTRACTOR TO INSPECT AND MAINTAIN THE AREAS LISTED BELOW AT LEAST ONCE
EVERY FOURTEEN (14) CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A
STORM EVENT OF 0.5 INCHES OR GREATER.

DISTURBED AREAS OF THE CONSTRUCTION SITE THAT HAVE NOT BEEN FINALLY
STABILIZED.

AREAS USED FOR STORAGE OF MATERIALS THAT ARE EXPOSED TO PRECIPITATION.
STRUCTURAL CONTROL MEASURES.

LOCATIONS WHERE VEHICLES ENTER OR EXIT THE SITE.

CONTRACTOR TO BE RESPONSIBLE TO MAINTAIN EXISTING DITCHES AND OR CULVERTS
FOR UNOBSTRUCTED DRAINAGE AT ALL TIMES. WHERE SODDING IS DISTURBED BY
EXCAVATION ON BACKFILLING OPERATIONS, SUCH AREAS SHALL BE REPLACED BY
SEEDING OR SODDING. SLOPES 4:1 OR STEEPER SHALL BE REPLACED BY BLOCK
SODDING.

TRAFFIC CONTROL CONSTRUCTION NOTES

1. THE CONTRACTOR SHALL PROVIDE AND INSTALL TRAFFIC CONTROL DEVICES IN
CONFORMANCE WITH PART VI OF THE TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (TMUTCD) LATEST EDITION WITH REVISIONS DURING THE ENTIRE CONSTRUCTION
PERIOD.

2. NO WORK SHALL BE PERFORMED IN RESIDENTIAL AREAS FROM 7:00 PM TO 7:00 AM.

3. CONTRACTOR SHALL MAINTAIN APPROVED NUMBER OF LANES OF TRAFFIC IN EACH
DIRECTION DURING CONSTRUCTION WORKING HOURS. TRAFFIC CONTROL PLANS SHALL
INCLUDE ONE—WAY AND/OR DETOUR PLANS. CONTRACTOR SHALL MAINTAIN ADA
COMPLIANT PEDESTRIAN ACCESS TO BUS STOPS AND ADEQUATE BUS ACCESS TO THE
BUS STOP.

4. CONTRACTOR SHALL COVER OPEN PAVEMENT EXCAVATIONS FOR MINOR UTILITY WORK
WITH ANCHORED STEEL PLATES DURING NON—WORKING HOURS, OPEN LANES FOR
NORMAL TRAFFIC FLOW WHEN FEASIBILE.

5. CONTRACTOR SHALL SECURE ROADWAY/SIDEWALK/STREET/BICYCLE FACILITY PERMITS AS
DESCRIBED IN CITY OF HOUSTON ORDINANCE, CHAPTER 40 — STREETS & SIDEWALKS,
SECTION 40-361 FROM HOUSTON PERMITTING CENTER (MOBILITY PERMIT SECTION AT
HTTPS://GEOHUB.HOUSTONTX.GOV) BEFORE IMPLEMENTING THE TRAFFIC CONTROL PLAN.
THE APPLICATION MUST BE SUBMITTED AT LEAST TEN BUSINESS DAY PRIOR TO THE
IMPLEMENTATION OF THE TRAFFIC CONTROL PLAN AND/OR BEGINNING CONSTRUCTION
WORK. THE CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL PLANS, CONSTRUCTION
SEQUENCING, AND CONSTRUCTION SCHEDULE WITH THE APPLICATION.

6. CONTRACTOR SHALL HAVE APPROVED TRAFFIC CONTROL PLAN AND PERMIT AT THE JON
SITE FOR INSPECTION AT ALL TIMES.

7. ACCESS TO DRIVEWAYS ADJACENT TO THE CONSTRUCTION WORK ZONE SHALL BE
MAINTAINED AT ALL TIMES AS MUCH AS POSSIBLE. ADDITIONAL CONES AND/OR
DELINEATORS MAY BE REQUIRED TO DELINEATE THE DRIVEWAY ACCESS ROUTE THROUGH
THE CONSTRUCTION WORK ZONE. A MINIMUM OF ONE TRAVEL LANE SHALL BE
MAINTAINED ACROSS THE DRIVEWAY, UNLESS PRIOR WRITTEN APPROVAL IS OBTAINED
FROM THE CITY OF HOUSTON.

8. ADDITIONAL OFF DUTY POLICE OFFICERS/FLAGGERS MAY BE REQUESTED TO DIRECT
TRAFFIC WHEN LANES ARE BLOCKED AT THE DIRECTION OF THE CITY EVEN IF THEY
ARE NOT SPECIFICALLY IDENTIFIED ON THE PROJECT PLANS.

STREET AND BRIDGE NOTES

1. FILL AREAS ON PLANS SHALL BE FILLED IN LAYERS NOT EXCEEDING 8" IN DEPTH AND
EACH COMPACTED TO NOT LESS THAN 95% STANDARD PROCTOR DENSITY PRIOR TO
INSTALLATION OF WATER LINE AND FILL AREA SHALL BE SEEDED AND FERTILIZED WITHIN
10 WORKING DAYS.

2. UTILITY CONTRACTOR SHALL PROVIDE TEMPORARY SILT BARRIER FENCE ON ALL
NON—CURBED INLETS WHICH WILL REMAIN IN PLACE AFTER UNDERGROUND CONTRACT IS
COMPLETE.

3. CONTRACTOR SHALL PROVIDE SILT BARRIER FENCE ON ALL STAGE 1 CURB INLETS.

4. EXISTING PAVEMENTS, CURBS, DRIVEWAYS, AND SIDEWALKS DAMAGED OR REMOVED
DURING CONSTRUCTION SHALL BE REPLACED TO CITY OF HOUSTON STANDARDS, WITH
LATEST ADDENDA AND AMENDMENTS THERETO.

5. CONDITION OF THE ROAD AND/OR RIGHT—OF—WAY UPON COMPLETION OF JOB SHALL
BE AS GOOD AS OR BETTER THAN PRIOR TO STARTING WORK.

6. EXPOSED 15" OF REINFORCING STEEL AT PROPOSED SAWED JOINT IF NO REINFORCING
STEEL EXISTS, USE HORIZONTAL DOWELS. HORIZONTAL DOWELS SHALL BE #6 BARS 24"
LONG 24" C—C DRILLED AND EMBEDDED 8" INTO THE CENTER OF THE EXISTING SLAB
WITH "PO ROC” OR EQUAL.

7. WHEELCHAIR RAMPS SHALL BE INSTALLED IN ACCORDANCE WITH CITY OF HOUSTON
STANDARDS AT ALL INTERSECTIONS WHERE SIDEWALKS EXIST AND THE EXISTING CURB
OR SIDEWALK IS DAMAGED OR REMOVED DURING CONSTRUCTION.

8. PRIOR TO STREET CONSTRUCTION, THE CONTRACTOR SHALL CONTACT HOUSTON PUBLIC
WORKS AT (PHONE) 832-394-9578 AND COMPLY WITH ALL REQUIREMENTS FOR THE
ISSUANCE OF NECESSARY PERMITS/WORK ORDERS FOR STREET CONSTRUCTION.

9. DOUBLE REFLECTORIZED BLUE TRAFFIC MARKERS SHALL BE PLACED 6—INCHES OFFSET
OF THE CENTERLINE OF ALL FIRE HYDRANT LOCATIONS BY THE PAVING CONTRACTOR.
HYDRANTS LOCATED AT INTERSECTIONS SHALL HAVE A BUTTON PLACED ON EACH
STREET.

WATER NOTES

1. WATER LINES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE LATEST CITY OF
HOUSTON INFRASTRUCTURE DESIGN MANUAL, STANDARD SPECIFICATION, AND
CONSTRUCTION DETAILS.

2. ALL 4 THROUGH 12" WATER LINE TO BE AWWA C—-900 PVC DR-18 BLUE PRESSURE
RATED WATER MAIN WITH 2 AND SMALLER WATER SERVICE LINE TO BE CONTINUOUS
TYPE K COPPER TUBING PER COH STANDARD SPECIFICATION SECTION 02503. ALL 4"
THRU 54" DI PIPE WATER LINES SHALL BE AWWA C151 WITH INSIDE LINING WITH
AWWA C104 AND DOUBLE WRAPPED WITH 8—MIL POLYETHYLENE SHEETS.

3. CONCRETE THRUST BLOCKS SHALL BE PROVIDED AS NECESSARY TO PREVENT PIPE
MOVEMENT. USE RESTRAINED JOINTS WHERE PREVENTING MOVEMENT OF 16" OR
GREATER PIPE IS NECESSARY DUE TO THRUST.

4. ALL WATER LINES UNDER PROPOSED OR FUTURE PAVING AND TO A POINT OF ONE
(1) FOOT BACK OF ALL PROPOSED OR FUTURE CURBS SHALL BE ENCASED IN
BANK SAND TO 12" OVER PIPE AND BACKFILLED WITH CEMENT STABILIZED SAND
TO WITHIN ONE (1) FOOT OF SUBGRADE.

5. ALL WATER LINE AND SEWER LINE CROSSINGS SHALL BE CONSTRUCTED PER CITY OF
HOUSTON AND TCEQ REGULATIONS.

6. ALL WATER VALVES SHALL BE SUPPLIED AND INSTALLED IN ACCORDANCE WITH THE
LATEST EDITION OF AWWA C-500 AND SHALL BE OF THE RESILIENT SEAT TYPE.

7. ALL WATER LINES TO BE DISINFECTED IN CONFORMANCE WITH AWWA C—651 AND
THE TEXAS STATE DEPARTMENT OF HEALTH. AT LEAST ONE BACTERIOLOGICAL SAMPLE
SHALL BE COLLECTED FOR EVERY 1,000 LINEAR FEET OF WATER LINE AND SHALL
BE REPEATED IF CONTAMINATION PERSISTS.

8. ALL BELOW GRADE VALVES SHALL BE GASKETED, HUB—END GATE VALVES WITH A
CAST IRON BOX, EXCEPT WHERE FLANGES ARE CALLED OUT ON THE PLANS.

9. 4 THRU 12" FIT TINGS SHALL BE CEMENT MORTAR LINED COMPACT DUCTILE IRON
PRESSURE FITTINGS PER ANSI A21.53, OR PUSH ON FITTINGS PER ANSI| A21.10
PRESSURE RATED AT 250 PSIG.

10. HYDROSTATIC TESTING: ALL WATER PIPE SHALL BE TESTED FOR LEAKAGE IN
ACCORDANCE WITH THE LATEST CITY OF HOUSTON STANDARD CONSTRUCTION
SPECIFICATIONS. TESTS ARE TO BE PERFORMED ON THE ENTIRE FOOTAGE OF WATER
PIPE LINE INCLUDED IN THE PROJECT.

11. ALL WATER LINES TO HAVE 3’ MINIMUM COVER TO FINISHED GRADE AND MINIMUM
12" CLEARANCE TO OTHER UTILITIES AT CROSSING UNLESS OTHERWISE NOTED ON
PLANS. ALL WATER LINE INSTALLED OVER 8’ DEEP SHALL UTILIZE RESTRAINED JOINT
FITTINGS.

12. CONTRACTOR SHALL KEEP WATER PIPE CLEAN AND CAPPED (OR OTHERWISE
EFFECTIVELY COVERED) OPEN PIPE ENDS TO EXCLUDE INSECTS, ANIMALS OR OTHER
SOURCES OF CONTAMINATION FROM UNFINISHED PIPE LINES AT TIMES WHEN
CONSTRUCTION IS NOT IN PROGRESS.

SANITARY SEWER NOTES

1. ALL SANITARY SEWERS CROSSING WATER LINES WITH A CLEARANCE BETWEEN
12 INCHES AND 9 FEET SHALL HAVE A MINIMUM OF ONE 18’ JOINT OF 150

PSI DUCTILE IRON OR (GREEN) C900 PVC PIPE MEETING ASTM
SPECIFICATION D2241 CENTERED ON WATER LINE. WHEN WATER LINE IS
BELOW SANITARY SEWER, PROVIDE MINIMUM 2 FOOT SEPARATION.

2. CONTRACTOR SHALL PROVIDE A MINIMUM HORIZONTAL CLEARANCE OF 9’
FEET BETWEEN WATER LINES AND SANITARY SEWER MANHOLES AND LINES.

GRADING NOTES

1. GENERAL CONTRACTOR AND ALL SUBCONTRACTORS SHALL VERIFY THE SUITABILITY OF
ALL EXISTING AND PROPOSED SITE CONDITIONS INCLUDING GRADES AND DIMENSIONS
BEFORE STARTING CONSTRUCTION. THE ENGINEER SHALL BE NOTIFIED IMMEDIATELY OF
ANY DISCREPANCIES.

2. BEFORE STARTING CONSTRUCTION, CONTRACTOR SHALL VERIFY BENCHMARK ELEVATION
AND NOTIFY ENGINEER IF ANY DISCREPANCY AND/OR CONFLICT IS FOUND.

3. CONTRACTOR SHALL ENSURE THERE IS POSITIVE DRAINAGE FROM THE PROPOSED
BUILDINGS AND NO PONDING IN PAVED AREAS, AND SHALL NOTIFY ENGINEER IF ANY
GRADING DISCREPANCIES ARE FOUND IN THE EXISTING AND PROPOSED GRADES PRIOR
TO PLACEMENT OF PAVEMENT OR UTILITIES.

4. CONTRACTOR SHALL PROTECT ALL MANHOLE COVERS, VALVE COVERS, VAULT LIDS,
FIRE HYDRANTS, POWER POLES, GUY WIRES, AND TELEPHONE BOXES THAT ARE TO
REMAIN IN PLACE AND UNDISTURBED DURING CONSTRUCTION.

5. ALL EXISTING CONCRETE PAVING, SIDEWALK, AND CURB DEMOLITION SHALL BE
REMOVED AND DISPOSED OF BY CONTRACTOR. DISPOSAL SHALL BE AT AN APPROVED
OFF—SITE, LAWFUL LOCATION, UNLESS DIRECTED OTHERWISE BY THE OWNER.

GENERAL NOTES — METRO

1. CONTRACTOR SHALL NOTIFY METRO AT 713—-615-6195 TWO WEEKS PRIOR TO
DISTURBING EXISTING BUS STOPS.

2. CONTRACTOR SHALL COORDINATE WITH METRO TO REMOVE EXISTING AMENITIES.

3. BUS STOPS SHALL BE CONSTRUCTED PER CITY OF HOUSTON INFRASTRUCTURE DESIGN
MANUAL AND MEET CURRENT ADA REQUIREMENTS.

IXDOT NOTES

NOTIFY TXDOT (USING UIR) 48 HOURS PRIOR TO CONSTRUCTION.

INSTALLATION OWNER:
OFFICE NAME:
APPLICANT NAME:
PHONE:

EMAIL:

MAINTENANCE SECTION:
CONTROL SECTION:

INSTALLATION OWNER:

OFFICE NAME: TEXAS DEPARTMENT OF TRANSPORTATION (TXDOT)
PERMIT NUMBER:

TXDOT CONTACT NAME:

EMAIL:

APP.

REVISION

NO.| DATE

NOTICE:

FOR YOUR SAFETY, YOU ARE REQUIRED BY TEXAS LAW TO CALL 811 AT LEAST 48 HOURS
BEFORE YOU DIG SO THAT UNDERGROUND LINE CAN BE MARKED. THIS VERIFICATION
DOES NOT FULFILL YOUR OBLIGATION TO CALL 811.

VERIFICATION OF PRIVATE UTILITY LINES

DATE:
CENTERPOINT ENERGY NATURAL GAS UTILITIES SHOWN.

(GAS SERVICE LINES ARE NOT SHOWN) THIS SIGNATURE NOT TO BE USED FOR CONFLICT
VERIFICATION

SIGNATURE VALID FOR SIX MONTHS.

DATE:

CENTERPOINT ENERGY/UNDERGROUND ELECTRICAL FACILITIES
VERIFICATION ONLY.

(THIS SIGNATURE VERIFIES UNDERGROUND FACILITIES - NOT TO BE USED FOR CONFLICT
VERIFICATION.)

SIGNATURE VALID FOR SIX (6) MONTHS
DATE:

AT&T
Approved for AT&T Texas/SWBT underground conduit facilities only. Signature
valid for one year.

el b G BV THESE DOCUNENTS ARE FOR

INTERIM REVIEW AND NOT FOR

CONSTRUCTION, BIDDING OR
DCCM Infrastructure, Inc. | TxEng F-257 PERMIT PURPOSES.

1710 Seamist Dr, Houston, TX 77008
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AT&T TEXAS/SWBT FACILITIES
1.

THE LOCATIONS OF AT&T TEXAS/SWBT FACILITIES ARE SHOWN IN AN APPROXIMATE WAY ONLY. THE
CONTRACTOR SHALL DETERMINE THE EXACT LOCATION BEFORE COMMENCING WORK. HE AGREES TO BE FULLY

RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THIS FAILURE TO EXACTLY LOCATE

AND PRESERVE THESE UNDERGROUND UTILITIES.

2. THE CONTRACTOR SHALL CALL 1-800—344—8377 (TEXAS 811) A MINIMUM OF 48 HOURS PRIOR TO
CONSTRUCTION TO HAVE UNDERGROUND LINES FIELD LOCATED.

3. WHEN EXCAVATING WITHIN EIGHTEEN INCHES (18" OF THE INDICATED LOCATION OF AT&T TEXAS/SWBT
FACILITIES, ALL EXCAVATIONS MUST BE ACCOMPLISHED USING NON—MECHANIZED EXCAVATION PROCEDURES.

WHEN BORING, THE CONTRACTOR SHALL EXPOSE THE AT&T TEXAS/SWBT FACILITIES.

4. WHEN AT&T TEXAS/SWBT FACILITIES ARE EXPOSED, THE CONTRACTOR WILL PROVIDE SUPPORT TO PREVENT
DAMAGE TO THE CONDUIT DUCTS OR CABLES. WHEN EXCAVATING NEAR TELEPHONE POLES THE CONTRACTOR
SHALL BRACE THE POLE FOR SUPPORT.

5. THE PRESENCE OR ABSENCE OF AT&T TEXAS/SWBT UNDERGROUND CONDUIT FACILITIES OR BURIED CABLE
FACILITIES SHOWN ON THESE PLANS DOES NOT MEAN THAT THERE ARE NO DIRECT BURIED CABLES OR OTHER
CABLES IN CONDUIT IN THE AREA.

6. PLEASE CONTACT THE AT&T TEXAS DAMAGE PREVENTION MANAGER KEVIN RAY AT (713) 614—1983 OR E—MAIL

HIM AT KR7896@ATT.COM IF CABLE LOCATE REQUEST(S) ARE NOT COMPLETED FOR OUR AT&T TEXAS/SWBT
FACILITIES.

DIRECT BURIED CABLE PROCEDURE

TO DETERMINE THE LOCATION OF AT&T DIRECT BURIED CABLE PLANT DURING THE DESIGN PHASE OF YOUR
PROJECT, FOLLOW THE PROCEDURE OUTLINED BELOW:
1. CALL 1-800—344—8377 (TEXAS 811) AND ADVISE YOU NEED THE EXISTING AT&T TEXAS/SWBT FACILITIES
LOCATED FOR THE DESIGN PHASE OF YOUR PROJECT. PLEASE ALLOW AT LEAST 72 HOURS FOR THE CABLES
TO GET MARKED BEFORE SENDING YOUR FIELD CREW FOR BASE LINE SURVEY FOR LOCATES OF. BE SPECIFIC
ON THE PROJECT LOCATION. THE UTILITY LOCATOR WILL FIELD LOCATE THE EXISTING AT&T TEXAS/SWBT
FACILITIES WITH ORANGE PAINT AND/OR FLAGS.

2. YOUR FIELD PARTY CAN SURVEY THE BURIED CABLE LOCATION USING THE ORANGE MARKS ON THE GROUND.

IF CABLES ARE NOT MARKED, PLEASE CONTACT THE AT&T DAMAGE PREVENTION MANAGER KEVIN RAY (713)
614—1983 OR E—MAIL AT KR7896@ATT.COM.

3. DEPICT THE EXACT LOCATION OF THE AT&T TEXAS/SWBT DIRECT BURIED CABLE FACILITIES ON THE PLAN
AND PROFILE SHEETS.

AT&T CORPORATION FACILITIES:

PLEASE CONTACT MACK WILBURN (281) 684—3043 OR E—MAIL MACK.J.WILBURN@ATT.COM FOR INFORMATION
CONCERNING AT&T CORP. FACILITIES. THIS INCLUDES AT&T LD AND AT&T LNS (METRO OR TCG) FACILITIES IN THE

HOUSTON AREA. AT&T/T/TCG IS HOW SOME FLAGS ARE MARKED. THERE IS A SUBSTANTIAL FIBER FOOTPRINT,
BOTH AERIAL AND BURIED.

NOTE: AT&T/SWBT DOES NOT MAINTAIN OR HAVE ACCESS TO AT&T CORPORATION CABLE RECORDS.

THIS REQUEST ONLY APPLIES TO THE RECORDS OF THE LOCAL TELEPHONESERVICE PROVIDER, SOUTHWESTERN BELL
TELEPHONE COMPANY, WHICH DOES BUSINESS LOCALLY AS AT&T TEXAS. SOUTHWESTERN BELL'S AFFILIATE, AT&T

CORP., SOMETIMES REFERRED TO AT&T LD AND AT&T LNS (METRO OR TCG), AND THE RECORDS OF AT&T CORP.
ARE NOT INCLUDED WITHIN THESE PROCEDURES. TO OBTAIN THOSE RECORDS, FOLLOW THE CLECs PROCEDURE

UNDER "DISCLAIMERS”.

CENTERPOINT ENERGY UTILITY NOTES
CAUTION: UNDERGROUND GAS FACILITIES

THE CONTRACTOR SHALL CONTACT THE UTILITY COORDINATING COMMITTEE AT 1-800-545-6005 OR 811 A
MINIMUM OF 48 HOURS PRIOR TO CONSTRUCTION TO HAVE MAIN AND SERVICE LINES FIELD LOCATED.

e WHEN CENTERPOINT ENERGY PIPE LINE MARKINGS ARE NOT WMISIBLE, CALL (713) 207—-5463 OR (713)
945-8037 (7:00 AM. TO 4:30 P.M.) FOR STATUS OF LINE LOCATION REQUEST BEFORE EXCAVATION BEGINS.

e WHEN EXCAVATING WITHIN EIGHTEEN INCHES (18”) OF THE INDICATED LOCATION OF CENTERPOINT ENERGY
FACILITIES, ALL EXCAVATION MUST BE ACCOMPLISHED USING NON—MECHANIZED EXCAVATION PROCEDURES.

e WHEN CENTERPOINT ENERGY FACILITIES ARE EXPOSED, SUFFICIENT SUPPORT MUST BE PROVIDED TO THE
FACILITIES TO PREVENT EXCESSIVE STRESS ON THE PIPING.

e FOR EMERGENCIES REGARDING GAS LINES CALL (713) 659—2111 OR (713) 207—-4200.

THE CONTRACTOR IS FULLY RESPONSIBLE FOR ANY DAMAGES CAUSED BY HIS FAILURE TO EXACTLY LOCATE AND
PRESERVE THESE UNDERGROUND FACILITIES.

WARNING: OVERHEAD ELECTRICAL FACILITIES

OVERHEAD LINES MAY EXIST ON THE PROPERTY. THE LOCATION OF OVERHEAD LINES HAS NOT BEEN SHOWN ON
THESE DRAWINGS AS THE LINES ARE CLEARLY VISIBLE, BUT YOU SHOULD LOCATE THEM PRIOR TO BEGINNING ANY
CONSTRUCTION. TEXAS LAW, SECTION 752, HEALTH & SAFETY CODE FORBIDS ACTIVITIES THAT OCCUR IN CLOSE
PROXIMITY TO HIGH VOLTAGE LINES, SPECIFICALLY:

e ANY ACTIVITY WHERE PERSON OR THINGS MAY COME WITHIN SIX(6) FEET OF LIVE OVERHEAD HIGH VOLTAGE
LINES; AND

e OPERATING A CRANE, DERRICK, POWER SHOVEL, DRILLING RIG, PILE DRIVER, HOISTING EQUIPMENT, OR SIMILAR
APPARATUS WITHIN 10 FEET OF LIVE OVERHEAD HIGH VOLTAGE LINES.

PARTIES RESPONSIBLE FOR THE WORK, INCLUDING CONTRACTORS ARE LEGALLY RESPONSIBLE FOR THE SAFETY OF
CONSTRUCTION WORKERS UNDER THIS LAW. THIS LAW CARRIES BOTH CRIMINAL AND CIVIL LIABILITY. TO ARRANGE

FOR LINES TO BE TURNED OFF OR REMOVED CALL CENTERPOINT ENERGY AT (713) 207-2222.

ACTIVITIES ON/OR ACROSS CENTERPOINT ENERGY FEE OR
EASEMENT PROPERTY

NO APPROVAL TO USE, CROSS OR OCCUPY CENTERPOINT FEE OR EASEMENT PROPERTY IS GIVEN. IF YOU NEED TO
USE CENTERPOINT PROPERTY, PLEASE CONTACT OUR SURVEYING & RIGHT OF WAY DIVISION AT (713) 207-6348 OR
(713) 207-5769.

—
.

WARNING: UNDERGROUND ELECTRICAL UTILITIES

THE CONTRACTOR SHALL CONTACT THE UTILITY COORDINATING COMMITTEE AT
1-800—-545—-6005 OR 811 A

MINIMUM OF 48 HOURS PRIOR TO CONSTRUCTION TO HAVE MAIN AND SERVICE LINES
FIELD LOCATED.

e ALL INFORMATION CONCERNING TYPE AND LOCATION OF UNDERGROUND UTILITIES
IS NOT GUARANTEED TO BE ACCURATE OR ALL INCLUSIVE. THE CONTRACTORS
ARE RESPONSIBLE MAKING THEIR OWN DETERMINATIONS AS TO TYPE AND
LOCATION OF UNDERGROUND UTILITIES AS MAY BE NECESSARY TO AVOID
DAMAGE THERETO. THE CONTRACTOR SHALL VERIFY LOCATION OF UNDERGROUND
PIPELINES, CONDUITS, AND STRUCTURES BY CONTACTING OWNERS OF
UNDERGROUND UTILITIES OR BY EXCAVATING IN ADVANCE OF CONSTRUCTION.

e THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE EXACT LOCATION OF
ALL UTILITIES WHEN AND WHERE THEY FALL IN THE PATH OF CONSTRUCTION.

e THE CONTRACTOR IS ALSO RESPONSIBLE FOR CONTACTING THE UTILITY
COORDINATING COMMITTEE AT (713) 223—4567 AND TEXAS ONE CALL AT
1—800—245—4545, FORTY—EIGHT (48) HOURS PRIOR TO ANY CONSTRUCTION.

e THE LOCATION OF ANY CENTERPOINT ENERGY UTILITIES ARE SHOWN IN
APPROXIMATE WAY ONLY. THE CONTRACTOR SHALL DETERMINE THE EXACT
LOCATION BEFORE COMMENCING WORK. THEY AGREE TO BE FULLY RESPONSIBLE
FOR ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THIS FAILURE TO
EXACTLY LOCATE AND PRESERVE THESE UNDERGROUND UTILITIES.

e ALL PROPOSED FACILITIES SHALL MAINTAIN 12”CLEAR FROM ALL EXISTING
UTILITIES.

UNION PACIFIC RAILROAD (UPRR) NOTES

. PIPELINES AND CASING PIPE SHALL BE SUITABLY INSULATED FROM

UNDERGROUND CONDUITS CARRYING ELECTRIC WIRES ON RAILROAD
RIGHTS—OF—-WAY. PIPELINE MUST BE ABLE TO BE ELECTRONICALLY LOCATED.

. CASING PIPE SHALL BE SO CONSTRUCTED AS TO PREVENT LEAKAGE OF ANY

SUBSTANCE FROM THE CASING THROUGHOUT ITS LENGTH EXCEPT AT ENDS.
CASING SHALL BE SO INSTALLED AS TO PREVENT THE FORMATION OF A
WATERWAY UNDER THE RAILROAD, WITH AN EVEN BEARING THROUGHOUT ITS

LENGTH, AND SHALL SLOPE TO ONE END (EXCEPT FOR LONGITUDINAL
OCCUPANCY).

. WHERE CASING AND/OR CARRIER PIPE IS CATHODICALLY PROTECTED, THE

ENGINEER SHALL BE NOTIFIED AND SUITABLE TEST MADE TO ENSURE THAT
OTHER RAILROAD STRUCTURES AND FACILITIES ARE ADEQUATELY PROTECTED
FROM THE CATHODIC CURRENT IN ACCORDANCE WITH THE RECOMMENDATIONS OF
CURRENT REPORTS OF CORRELATING COMMITTEE ON CATHODIC PROTECTION,
PUBLISHED BY THE NATIONAL ASSOCIATION OF CORROSION ENGINEERS

. THE EXECUTION OF THE WORK ON RAILROAD RIGHTS—OF—WAY, INCLUDING THE

SUPPORTING OF TRACKS, SHALL BE SUBJECT TO THE INSPECTION AND DIRECTION
OF THE ENGINEER.

. BORED OR JACKED INSTALLATIONS SHALL HAVE A BORED HOLE DIAMETER

ESSENTIALLY THE SAME AS THE OUTSIDE DIAMETER OF THE PIPE PLUS THE
THICKNESS OF THE PROTECTIVE COATING. IF VOIDS SHOULD DEVELOP OR IF THE
BORED HOLE DIAMETER IS GREATER THAN THE OUTSIDE DIAMETER OF THE PIPE
(INCLUDING COATING) BY MORE THAN APPROXIMATELY 1 INCH (25.40
MILIMETERS), REMEDIAL MEASURES AS APPROVED BY THE ENGINEER SHALL BE
TAKEN. BORING OPERATIONS SHALL NOT BE STOPPED IF SUCH STOPPAGE WOULD
BE DETRIMENTAL TO THE RAILROAD.

. TUNNELING OPERATIONS SHALL BE CONDUCTED AS APPROVED BY THE ENGINEER.

IF VOIDS ARE CAUSED BY THE TUNNELING OPERATIONS, THEY SHALL BE FILLED
BY PRESSURE GROUTING OR BY OTHER APPROVED METHODS WHICH WILL
PROVIDE PROPER SUPPORT.

RAILROAD COORDINATION

UNION PACIFIC RAILROAD COMPANY (UPRR):

e CONTRACTOR SHALL CONTACT RAILPROS FIELD SERVICES REPRESENTING
UPRR AT 877—-315-0513 AT LEAST 10 _DAYS PRIOR TO CONSTRUCTION
AROUND UPRR FACILITIES OR RIGHT—OF—WAY.

e CONTRACTOR SHALL COMPLY WTH ALL REQUIREMENTS OF THE UNION
PACIFIC RAILROAD AGREEMENT AS ATTACHED |IN SECTION 01110 -
SUMMARY OF WORK.

CONTRACTOR SHALL FOLLOW ALL UNION PACIFIC RULES AND REGULATIONS FOR
WORK WITHIN UPRR RIGHT—OF—WAY.

BEFORE WORK CAN BEGIN IN RAILROAD RIGHT—OF—WAY, ALL NECESSARY
DOCUMENTS BETWEEN UPRR AND THE CONTRACTOR MUST BE FULLY EXECUTED,
INCLUDING BUT NOT LIMITED TO THE CONTRACTOR’S RIGHT OF ENTRY
AGREEMENT AND CERTIFICATE FOR RAILROAD PROTECTIVE LIABILITY INSURANCE
(RPU). CALL 877—315—-0513 PRIOR TO ANY EXCAVATION WORK.

CONTRACTOR TO FOLLOW ALL UPRR SHORING REQUIREMENTS INCLUDING
OBTAINING AN APPROVED TEMPORARY SHORING SYSTEM PLAN IF REQUIRED PER
UNION PACIFIC GENERAL SHORING REQUIREMENTS AND GUIDELINES FOR
TEMPORARY SHORING.

SCOPE OF WORK INCLUDES EXCAVATION THAT ENCROACHES ZONES A & B PER
THE GENERAL SHORING REQUIREMENTS OF THE UPRR PIPELINE CROSSING
AGREEMENT. THEREFORE, SHORING PLANS ARE REQUIRED TO BE ACCOMPANIED
BY DESIGN CALCULATIONS THAT ARE SIGNED AND SEALED BY A REGISTERED
PROFESSIONAL ENGINEER.

ANY COSTS ASSOCIATED WITH THESE REQUIREMENTS SHALL BE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR.

8.

10.

1.

12.

RAILROAD PIPELINE OR CULVERT
ACCOMODATION NOTES

THE PROPOSED PROJECT SHALL NOT INCREASE THE QUANTITY AND/OR
CHARACTERISTICS OF THE FLOW IN THE RAILROAD’S DITCHES AND/OR DRAINAGE
STRUCTURES. THIS INCLUDES TEMPORARY CONSTRUCTION CONDITIONS WHICH MAY
OBSTRUCT OR RE—ROUTE SURFACE DRAINAGE WITH UPRR RIGHT—OF—WAY.

THE CONTRACTOR MUST SUBMIT A PROPOSED METHOD OF EROSION AND SEDIMENT
CONTROL AND HAVE THE METHOD APPROVED BY THE RAILROAD.

REGARDLESS OF UNDERLYING LAND OWNERSHIP, ALL SHORING SYSTEMS THAT
IMPACT THE RAILROAD’S OPERATIONS AND/OR SUPPORTS THE RAILROAD'’S
EMBANKMENT SHALL BE DESIGNED AND CONSTRUCTED PER CURRENT UPRR—BNSF
GUIDELINES FOR TEMPORARY SHORING. THE METHOD OF SHORING PERMISSIBLE IS
DEPENDENT UPON THE AVAILABILITY OF TRACK WINDOWS, IF ANY.

THE CONTRACTOR SHALL SUBMIT AND PROVIDE SUFFICIENT SAFETY MEASURES
WHICH PROTECT UNATTENDED EXCAVATIONS TO THE RAILROAD FOR APPROVAL.

ALL DEMOLITIONS WITHIN THE RAILROAD’S RIGHT—OF—WAY AND/OR DEMOLITION
THAT MAY IMPACT THE RAILROAD’S TRACKS OR OPERATIONS SHALL BE IN
COMPLIANCE WITH THE RAILROAD’S DEMOLITION GUIDELINES. DEMOLITION ACTIVITIES
SHALL BE DESIGNED TO CAUSE NO INTERRUPTION TO THE RAILROAD’S OPERATION,
ENABLING THE TRACK(S) TO REMAIN OPEN TO TRAFFIC PER THE RAILROAD’S
REQUIREMENTS. THE METHOD OF DEMOLITION PERMISSIBLE IS DEPENDENT UPON THE
AVAILABILITY OF TRACK WINDOWS, IF ANY.

RAILROAD REQUIREMENTS DO NOT ALLOW WORK WITHIN 50 FEET OF TRACK
CENTERLINE WHEN A TRAIN PASSES THE WORK SITE AND ALL PERSONNEL MUST
CLEAR THE AREA WITHIN 25 FEET OF THE TRACK CENTERLINE AND SECURE ALL
EQUIPMENT.

THE CONTRACTOR SHALL ADHERE TO THE FOLLOWING CULVERT AND PIPELINE
CONSTRUCTION REQUIREMENTS WHILE WITHIN THE RAILROAD’S RIGHT—OF—WAY.
a.THE BORING OPERATION SHALL BE PROGRESSED ON A CONTINUOUS (24/7)
BASIS WITHOUT STOPPAGE UNTIL THE LEADING EDGE OF THE PIPE HAS
COMPLETELY PASSED UNDER ALL TRACK AND THROUGH ZONE A ON EACH SIDE.

(SEE SHEET 7 FOR DETAILS)

b.THE FRONT OF THE PIPE SHALL BE PROVIDED WITH MECHANICAL ARRANGEMENTS
OR DEVICES THAT WILL POSITIVELY PREVENT THE AUGER FROM LEADING THE
PIPE SO THAT NO UNSUPPORTED EXCAVATION IS AHEAD OF THE PIPE WHILE
WITHIN ZONE A AND UNDER THE TRACKS.

c. THE AUGER AND CUTTING HEAD ARRANGEMENT SHALL BE REMOVABLE FROM
THE WITHIN THE PIPE IN THE EVENT AN OBSTRUCTION IS ENCOUNTERED AND
NEEDS TO BE REMOVED.

d.THE OVER—-CUT BY THE CUTTING HEAD SHALL NOT EXCEED THE OUTSIDE

DIAMETER OF THE PIPE (PLUS COATING) BY THAT APPROXIMATELY 1/2 INCH,
GROUTING OR OTHER METHODS APPROVED BY THE RAILROAD, SHALL BE
EMPLOYED TO FILL SUCH VOIDS.

e.THE FACE OF THE CUTTING EDGE SHALL BE ARRANGED TO RESTRICT AN
OTHERWISE FREE FLOW MATERIAL LEADING TO OVER—EXCAVATING MATERIAL

AHEAD/ABOVE THE PIPE.

f. WORK PLANS AND DESCRIPTION OF THE EQUIPMENT TO BE USED SHALL BE
SUBMITTED TO THE RAILROAD FOR APPROVAL AND NO WORK SHALL PROCEED
UNTIL SUCH APPROVAL IS OBTAINED.

g.WORK PLANS SHALL DETAIL ALL CONTINGENCY MEASURES REQUIRED TO
ELIMINATE DISRUPTIONS TO RAILROAD OPERATIONS.

THE ELEVATION OF THE EXISTING TOP—OF—RAIL PROFILE SHALL BE VERIFIED BEFORE
BEGINNING CONSTRUCTION. ALL DISCREPANCIES SHALL BE BROUGHT TO THE
ATTENTION OF THE RAILROAD PRIOR TO CONSTRUCTION.

THE CONTRACTOR MUST SUBMIT A TRACK AND GROUND MONITORING PLAN FOR
RAILROAD REVIEW WHICH COMPLIES WITH THE CURRENT UPRR GUIDELINES FOR
TRACK AND GROUND MONITORING. THIS PLAN SHALL DETAIL THE SITE—SPECIFIC
MONITORING POINTS, FREQUENCY OF MONITORING, AND THE CONTRACTOR’S
CONTINGENCY MEASURES IF SETTLEMENT OCCURS WITH UPRR RIGHT—OF—WAY.
a.THE ELEVATION OF THE EXISTING TOP—OF—RAIL PROFILE SHALL BE VERIFIED
BEFORE BEGINNING CONSTRUCTION AND AT PROJECT CLOSING.
b.AS DEEMED NECESSARY BY THE RAILROAD, CONTINUOUS MONITORING MAY BE
REQUIRED AS WELL AS MONITORING FOR 14 DAYS AFTER THE INSTALLATION.
THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH
MONITORING AND RESTORING THE TRACK PROFILE AS NECESSARY.
c.ALL DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE RAILROAD.

THE CONTRACTOR MUST SUBMIT THEIR UTILITY ABANDONMENT PLAN WHICH
COMPLIES WITH THE CURRENT UPRR GUIDELINES FOR ABANDONMENT OF
SUBSURFACE UTILITY STRUCTURES TO THE RAILROAD FOR REVIEW.

EMAIL BEFORE YOU DIG. PRIOR TO EXCAVATION, DISRUPTING, OR WORKING ON THE
RAILROAD PROPERTY THE CONTRACTOR SHALL LOCATE AND PROTECT UPRR

FACILITIES SENDING REQUESTS TO THE UPRR ‘CALL BEFORE YOU DIG"(CBUD) EMAIL.
GUIDANCE CAN BE FOUND AT THE FOLLOWING WEB ADDRESS: WWW.UP.COM/CBUD.

CONSTRUCTION ACTIVITIES ARE NOT ALLOWED WITHIN THE ‘MINIMUM CONSTRUCTION
CLEARANCE ENVELOPE”AS THEY WOULD OTHERWISE DISRUPT RAILROAD OPERATIONS.

(SEE SHEET 7 FOR DETAIL)

APP.

REVISION

NO.| DATE

NOTICE:

FOR YOUR SAFETY, YOU ARE REQUIRED BY TEXAS LAW TO CALL 811 AT LEAST 48 HOURS
BEFORE YOU DIG SO THAT UNDERGROUND LINE CAN BE MARKED. THIS VERIFICATION
DOES NOT FULFILL YOUR OBLIGATION TO CALL 811.

VERIFICATION OF PRIVATE UTILITY LINES

DATE:
CENTERPOINT ENERGY NATURAL GAS UTILITIES SHOWN.

(GAS SERVICE LINES ARE NOT SHOWN) THIS SIGNATURE NOT TO BE USED FOR CONFLICT
VERIFICATION

SIGNATURE VALID FOR SIX MONTHS.

DATE:

CENTERPOINT ENERGY/UNDERGROUND ELECTRICAL FACILITIES
VERIFICATION ONLY.

(THIS SIGNATURE VERIFIES UNDERGROUND FACILITIES - NOT TO BE USED FOR CONFLICT
VERIFICATION.)

SIGNATURE VALID FOR SIX (6) MONTHS
DATE:

AT&T
Approved for AT&T Texas/SWBT underground conduit facilities only. Signature
valid for one year.
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